
Standard Cylinders Series T & TM (ISO 6431, VDMA 24562)  
Piston dia 32 to 100 mm  

Optional Accessories 

Fine control cushion screw with 
lock to prevent accidental removal

Complete Internationally compatible VDMA standard
mounting threads. All mountings can be attached without
dismantling the cylinders

Honed & Hard Anodized barrel 

Extra long guided piston with ‘PU’ seals 

Internal unbreakable rubber magnet  
for reed switch actuation (only in TM series)  

SS Tie rods

Reed switch holder *

*
Special compound rod wiper seal 

*

Operating Conditions

Media

Temperature Range

Pressure Range

Leakage

:

:

:

:

Air (filtered 40  & lubricated) µ

+5  to + 50 C
̥ ̥

0.5 to 10 bar

Bubble Tight

Mechanical Characteristic

Barrel

Piston Rod

End Caps

Seals

:

:

:

:

Carbon steel IS 5517-C35

Aluminium alloy

Polyurethane (Viton for high temp. on request)

Ø32, Ø40, Ø50, Ø63, Ø80, & Ø100 - Aluminium alloy



Standard Cylinders Series T & TM  
Piston dia 32 to 100 mm  
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STANDARD STROKES STOCKED FOR QUICK DELIVERY : 25, 50, 80, 100, 125, 160, 200, 250 mm.
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FOR MAGNETIC ADD PREFIX ‘TM’ IN MODEL NO. (EXAMPLE : TM32, TM  40, TM 50, TM 63, TM 80, TM 100)

FOR DOUBLE ENDED & MAGNETIC ADD PREFIX ‘TDM’ IN MODEL NO. (EXAMPLE : TDM 32, TDM  40, TDM 50, TDM 63, TDM 80, TDM 100)

ALLOWABLE STROKE TOLERANCE : 0 - 250 STK :      , 251 - 1000 STK :     , 1000 - 2000 STK :  
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Optional Accessories 

Fine control cushion screw with 
lock to prevent accidental removal

Complete Internationally compatible VDMA standard
mounting threads. All mountings can be attached without
dismantling the cylinders

Honed & Hard Anodized barrel 

Extra long guided piston with ‘PU’ seals 

Internal unbreakable rubber magnet  
for reed switch actuation (only in TM series)  

SS Tie rods

Reed switch holder *

*
Special compound rod wiper seal 

*



Standard Cylinders Series T & TM Mountings   
Piston dia 32 to 100 mm  
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Standard Cylinders Series T & TM Mountings   
Piston dia 32 to 100 mm  
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5-240V DC/AC 
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DESCRIPTION

REED SWITCH 

REED SWITCH & BRACKET 

MODEL NO.  BRACKET 71-072 71-073 71-074
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